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PM is a horizontal Flow-Pack type machine. Packs are sealed on three sides from a roll of heat-sealable packaging 
fi lm. This versatile machine has a high degree of operating fl exibility and great production capacity and is used in 
foodstuffs and non-foodstufs sectors.

PM could be used in combination with other fi lling, fi lling and wrapping by using connecting conveyor.

TECHNICAL DATA

Machine type Flow - Pack

Output, cycles/min up to 85 ( depends on the product size)

Control step-less, touch-screen operated

Packing dimensions (W x L x H), mm 100 - 125 g 75 x 50 x 29 - 37
180 - 250 g 100 x 75 x 27 - 37

Wrapping material laminated, bonded or micro-perforated polypropylene, 
polyethylene, heat-shrinkable and trimmable materials

Roll external diameter, mm
Roll width, mm
Roll bushing diameter, mm
Thickness, mm

up to 350
up to 450
75
0,04

Rated power input, kVA about 5,15

Voltage, V 230/400 +-10% AC

Frequency, Hz 50/60

Air compression, MPa (kg/cm2) 0,58-0,63 (5,8-6,3)

Air consumption, m3/min up to 0,005

Dimensions (L x W x H), mm 3700 x 900 x 1600

Weight, kg 370

■ Creation of gas environment option available
■ Thermo printer or inkjet printer options available

With manual feeding system With automatic feeding system


